ORDINANCE NO. 2010-M- Dated: 03.010.2010

AN ORDINANCE AMENDING CHAPTER 15.04
“BUILDING CODE”, SECTION 15.04.020 "ONE-FAMILY AND TWO-FAMILY
RESIDENCES-REGULATIONS ADOPTED AND MODIFIED" OF THE
ST. CHARLES MUNICIPAL CODE

al Residential Code for
tional Code Council, Inc.,
e been and are on file in
arty (30) days prior to

WHEREAS, not less than three (3) copies of the 2009 Inte
One and Two Family Dwellings, published February 2009 by Int
5203 Leesburg Pike, Suite 708, Falls Church, Virgima 22041-34
the Office of the Clerk of the City of St. Charles, Illinois for EOE
the passage and approval of this Ordinance; and

ce to the Illinois Bu g
regardln construction related activities

WHEREAS, the Building Official has provided
Commission regarding proposed changes to regulati
within the City of St. Charles, as provided by 20 [

WHEREAS, the City Council finds it to be 111 est of City of St. Charles to

periodically update codes regulating buildings and structit

NOW, THEREFORE, BE IT O he City €puncil of the City of St.

Charles, Kane and DuPage Counties, Illingisias folli

SECTION ONE: That Title 15, “Bu

nd Construction”, Chapter 15.04 “Building
Code” of the St. Charles Muni '

iy residences — regulations adopted and modified.

nal Residential Code for One and Two Famﬂy Dwelhngs

hirty (30) days, together with the amendments listed herein,
ns governing the construction of one and two family
¢ than three stories in height.

Amendments to the 2009 knternational Residential Code for One and Two Family
Dwellings:

Chapter 1 — Administration:

A, Section R101.2 Scope: Revise to read as follows:
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“R101.2 Scope. The provisions of the International Residential Code for One and
Two Family Dwellings shall apply to the construction, alteration, movement,
enlargement, replacement, repair, equipment, use and occupancy, location,
removal, and demolition of detached one and two family dwellings not more than
three stories in height with a separate means of egress and their accessory
structures.”

Section R105.2 Work exempt from permit: Deletedits section.

Section R105.2.3 Public service agencies: Del g.section.

Section R105.5 Expiration: Revise to read asfollows:

demolition permits,
by such:permit 1s commenced within
*d by such permit is suspended
e the work is commenced.

s and completed within thirty (30)
valid. The Building Official is

‘ ia ns of time, for any permits

“R105.5 Expiration. Every permit, exc
invalid or void unless the work autho

Revise to read as follows:

& huilding permit card shall be kept on the site
reet until such time as a certificate of
r a final inspection has been performed.”

tion f‘ﬂr construction in flood hazardous areas. For
ures in flood hazard areas, as established on local floodway

“R106.3.1 Approval of construction documents. When the Building Official
issues a permit, the construction documents shall be approved in writing or by
stamp. One set of the approved construction documents as reviewed shall be
retained by the Building Official. The other set shall be returned to the applicant
and shall be kept on the site of the project and shall be open to inspection by the
Building Official or his or her authorized agent/representative.”
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H. Section R106.3.4 Pre-Application conference: Add a new section to read as
follows:

“R106.3.4 Pre-Application conference. All applicants and owners seeking

demolition permits for principal buildings on a lot or site shall first be required to
attend a pre-application conference with the Building Official and other city staff
as directed, for the purpose of d1scuss1ng the City of St ::Charies requirements for
demolition and reconstruetion.”

I. Section R109,1.3 Flood plain inspection: Dell_

J. Section R110.1 Use and occupancy: Delq_ :

K. Section R110.3 Certificate issued: De

Chapter 2 — Definitions:

A, Change the stated term MANUFAC
MANUFACTURED/MOBILE HOME.

B. Delete the stated definit

extends from foundation to roof and with
lling units Where more than Six units are

atic and Geographic Design Criteria: Revise to read as

Subject to Damage From

Winter
Frost Design Flood
Weathering | Line Termite © | Decay | Temps Hazard
Square a Depth d £ B
Foot b
30 SEVERE 427 M-H 5-M -5f Refer to
Title 18, St.
Charles
Municipal
Code

See captions under Table R301.2(1) in the book for exceptions and conditions of
approvals.
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E.1

E.2

Section R301.2.4 Floodplain construction. Delete this section.

Section R302.1 Exterior walls: Delete exceptions 1 & 2.

Section R302.2 Townhouses: Revise to read as follows:

"R302.2 Townhouses. Each townhouse, as defined iz code, shall be

full length of the common wall. The number ¢
attached in this manner shall not exceed si%

5 in two family dwellings shall be
our UL rated assembly between
¢tend to and be tight against the
exterior wall and wall as
underside of the roof sheat
wall.”

#s: Delete the exceptions.

on: Revise to read as follows:

ugh the roof with an insulated (R-3) duct and approved roof fitting.”

soffit or t

Section R309.1.2 Opening protection: Add a new section to read as follows:

“R309.1.2 Opening protection. Openings from a private garage directly into a
room used for sleeping purposes shall not be permitted. Other openings between
the garage and residence shall be equipped with solid wood doors not less than 1
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3/8-inches in thickness, solid or honeycomb core steel doors not less than 1 3/8-
inches thick. All such doors shall be equipped with self-closing hinges.”

Section R309.2.1 Separation required: Add a new section to read as follows:

“R309.2.1 Separation required. The garage shall be separated from the
residence and any attic area by not less than 5/8-inch type X gypsum board
applied to the garage side and taped with a minimu coat of approved joint
tape and compound. Where the separation is a flogigeiling assembly, the
structure supporting the separation shall be prote¢ not less than 5/8-inch
type X gypsum board with one coat of approv d compound or
equivalent. The garage floor shall be poured*
top of the foundation to form a gas curb op'#
house.”

Section R310.1 Emergency escap,
follows:

“R310.1 Emergency escape and rescue
rooms shall have at least ong

are provided as a means of &
not more than 44-inches abo

rescue from a basement or basement

not more than 36-inches above the finished
i threshold below the adjacent ground

e and rescue opening and is provided with
cIosure shall comply with Section 310.3.

e window or door opening from the inside. Escape and
with a finish sill height below the adjacent ground

r and steps. Window wells with a vertical depth greater than

wv the adjacent ground level shall be equipped with a permanently
affixed laddér or steps usable with the window in the full open position. Ladders
and steps reqmred by this section shall not be required with Section R314 and
R315. Ladders or rungs shall have an inside width of at least 12-inches, shall
project at least 3-inches from the wall, and shall be spaced not more than 18-
inches on center vertically for the for the full height of the window well.”

Section R-311.2 Eeress Door: Revise to read as follows:
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“R-311.2 Egress Door. Not less than two (2) exits with a minimum of one (1)
exit conforming to this chapter shall be required from each dwelling unit. All
such exits shall discharge at grade. The required exit doors shall not pass through
a garage.”

Section R311.7.5 Landings for stairwavs: Revise to read as follows:

“R311.7.5 Landings for stairways. A minimum o
shall be required on each side of an egress door. The floor or landing shall not be

Exception:

1. At the top of a flight of
over the stairs.”

Section R311.7.7 Handrails: Re\fi :

“R311.7.7 Handrails. Handraﬂs shall be
continuous run of treads or

al story of the dwelling, including basements and cellars, but
wl spaces and unmhabztable attics.

backgrouty foise levels, with all intervening doors closed.

All smoke alarms shall be listed and installed in accordance with the provisions of
this code and the household fire warning provisions of NFPA 72.”

Section R317.1.2 Ground contact: Revise to read as follows:
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“R317.1.2 Ground contact. Supports for permanent structures intended for
human occupancy and which come in contact with the ground shall not be
constructed of wood.”

Q. Section R317.1.4 Wood columns: Revise to read as follows:
“R317.1.4 Wood columns. Posts, poles, and columns supporting structures that
are embedded in concrete, in direct contact with the or are embedded in
concrete exposed to the weather are prohibited.”

R.

Chapter 4 — Foundations:

A.

Section R322 Flood resistant construction:

Section R401.1 Application: Amen_

“R401.1 Application. The provisio.
construction of the foundation and foun
structures.”

Section R402.1, 402.1.1. 4

Section R403.1 General: D
sentence.

oting width shall be a minimum of twice the width of the
a minimum of 18-inches, whichever is greater. Unless
greater width, or so designed and certified by a license

g projections shall be equal to % the width of the

it center on the footing. Single story structures may be
ide by 42-inch deep trench footing. Footing thickness shall

wall it is sup
soil.cenditi

Table R403 ‘Minimum width of concrete or masonry footings (inches):
Delete this table.
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F. Figure R403.1 (1) Concrete and masonry foundation details: Delete this

figure and substitute the following therefore:

Figure R403.1 (1)
Concrete and Masonry Feundation Details

s
w‘L

-
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G.

Figure R403.1 (2) Permanent Wood Foundation Basement Wall Section:
Delete this figure.

Figure R403.1 (3) Permanent Wood Foundation Crawl Space section: Delete
this figure.

Sections R404.2.2 Stud Size and R404.
sections.

Height of Backfil elete these

Table R404.2.3 Plywood Grade apid Thickness r Wood Foundation

Construction: Delete this table.

Sections R404.2.4 Backfilling; R404.2.5 Deainace and Damp Proofing: and
R404,2.6 Fastening: Delﬁ tesths 's,ections.

Sections R405.2 and R40
these sections.

Sections R406, Danip.

a minimum of a six (6) mil thick polyethylene film moisture
nts lapped a minimum of 6-inches.”

section to read as follows:

“R502.1.4.1 Fire Protection. Prefabricated Wood I-Joists. When
prefabricated wood I-Joists are used and there is usable space above and below a
floor/ceiling assembly, the assembly shall be protected from fire impingement by
one of the following:
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e. The minimum application of one layer of 5/8-inch drywall and draft stopped
per Section 502.12 of the 2006 International Residential Code.

f. The installation of an approved sprinkler system.”

B. Section R502.7.1 Bridging: Amend to read as follows:

“R3502.7.1 Bridging. Joists shall be supported laterall
diagonal bridging (wood or metal) at intervals not e

solid blocking, or
ng 8-feet.”

Section R502.11.4 Truss Design Drawings: A read as follows:

to and approved by the Building Official
structure. Truss design drawings shall
the job site. These truss design drawi
information specified below: J

Slope or depth, span, and spacin
Location of ali joints;

Required bearing widths:
Design loads as app

i\

interface; .-

requirements for:
ss-to-truss girder
russ ply-to-ply
Field splices

9. Calculated deflection ratio and/or maximum description for live and total
load;
10.  Maximum axial compression forces in the truss members or enable the

building designer to design the size, connections, and anchorage of the
permanent continuous lateral bracing. Forces shall be shown on the truss
drawing or on supplemental documents;

11.  Required permanent truss member bracing location; and
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12.  Layout design.”

Section R504 Pressure Preserved Treated Wood Floors (on ground): Delete
this section.

Section R506.1 General: Amend to read as follows:

“R506.1 General. Concrete slab-on-ground floors ¢ a minimum 4-inches
thick with a minimum of 6x6 welded wire fabric egibedded in the mid cross
section of the slab. The compressive strength of & ¢ shall be as set forth in

A_-ndzsturbed morganic soil. All fill
material shall be clean graded sand, eri nes, or gravel. The use of any
soﬂs as fill matenal is proh1b1ted Comp ¢ srlon-organic material can be used
Fe3 ainimum of 4-inches
“5-feet, placed 24-inches on
tage area, may be used. Any

Chapter 7 — Wall Co

No Changes.

Chapter 8 - Roof-Ceiling Construction:

A,

Section R802.10.1 Truss Desion Drawings: Amend to read as follows:
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“R802.10.1 Truss Design Drawings. (See Section R502.11.4, as amended by
this ordinance.)”

Chapter 9 — Roof Assemblies:

A, Section R905.2.7.1 Ice Barrier: Amend to read as follows:

“R905.2.7.1 Ice Barrier. On all new roof constructitsyand roof tear offs an ice
protection barrier that consists of a self-adhering iner modified bitumen sheet
shall be used in lieu of normal underlayment an. i from the eave’s edge to a
point at least 24-inches inside the exterior wa ”

Chapter 10 — Chimneys and Fireplaces:

A. Section R1003.9 Termination: Ameiidito read ag follows:

d at least 2-feet higher than any

ot be less than 3-feet above the

act. All wood or solid fuel burning
; ved spark arrestor.”

“R1003.9 Termination. Chimneys"
portion of a building within 10-feet, bu
point where the chimney passes through
fireplaces and stoves shall be:

Chapter 11 — Energy Efficiency:

No Changes.

g Units in Garages. Units designed to heat the habitable
hall not be located in a garage.”

Chapter 14 — Heatfn (‘poling Equipment:
No Changes.

Chapter 15 — Exhaust Systems:
No Changes.

Chapter 16 — Duct Systems:
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A, Section M1602.2.1 Return Air Vents: Add a new section to read as follows:

“M1602.2.1 Return Air Vents. Return air vents connected to the heating and
cooling system, shall be located in every habitable room of the home, except as
prohibited in Section M1602.2 of the code.”

Chapter 17 — Combustion Air:
No Changes.

Chapter 18 — Chimney and Vents:
No Changes.

Chapter 19 — Special Fuel — Burning Equipmen
No Changes.

Chapter 20 — Boilers/Water Heaters:
No Changes.

Chapter 21 — Hydronic Piping:

No Changes.

Chapters 25 through 32 - Plumbing:
A. “Delete Chapters 25 through 32. Substitute therefore: The most current
State of Illinois Plumbing Code as adopted and/or amended by the City of St.
Charles.”

Chapters 33 through 42 — Electrical:
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No Changes.

Chapter 43 — Referenced Standards:

No Changes.

Appendix Adoption:

Adopt the following Appendices

- Appendix A - “Sizing and Capacities of Gas Plpmg

- Appendix B —
- Appendix C —
- Appendix D —

- Appendix I
- Appendix G -
- Appendix ] —

- Appendix K -
Appendix M -

—“Radon Control Syst

“Sizing of Venting Systen
“Exil terminals of Mechag
“Procedure for Safety I
Appliances”

“Swimming Pools, Spas
“Existing Buﬂdmgs and Stru

“Sound Tran s”

“Home Daj '

e Figure AF102.

t Tubs”

bk

Presented to the City Council of the City of St. Charles, Illinois this day of
, 2010.
Passed by the City Council of the City of St. Charles, Tilinois this day of

, 2010,
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Approved by the Mayor of the City of St. Charles, Illinois this day of

, 2010,

Attest:

City Clerk

Nays:

Abstain:

Absent:

Approved as to Form:

City Attorney

Date:




